
c r u s h i n g  m a c h i n e s CONTICRASH

Macchina per stropicciare tes-
suti in continuo con altezza
utile fino a mm. 3500, partico-
larmente indicata per tessuti
navetta. Ne esistono due ver-
sioni: una pneumatica, l'altra
elettrica. E' dotata di svolgitore
a cilindri di traino con velocità
variabile, camera di termofis-
sazione a vapore e tappeto di
estrazione tessuto con soffie-
rie multiple di raffreddamento.

Machine to crush fabrics in
continuous with working width
up to mm. 3500, particularly
suitable for woven fabrics.
There are two version of it:
the pneumatical one and the
electrical one. It is supplied
with unwinder at towing cylin-
ders with variable speed, ther-
mofixing steam chamber and
fabric extraction belt with se-
veral cooling fans.

CONTICRASH
LUNGHEZZA, LENGHT, LONGUEUR, LÄNGE, LARGO:

LARGHEZZA, WIDTH, LARGEUR, BREITE, ANCHO:

ALTEZZA, HEIGHT, HAUTEUR, HÖHE, ALTURA:

PESO, WEIGHT, POIDS, GEWICHT, PESO:

ELETTRICITÀ, POWER, ELECTRICITE, ELEKTRIZITAT, ELECTRICIDAD:

ARIA COMP., COMP. AIR, AIR COMP., PRESS LUFT, AIRE COMP.:

VAPORE, STEAM, VAPEUR, DAMPF, VABOR:

mm. 5300
mm. 1000
mm. 1700
Kg. 980
KW. 5
Lt./min.1500
Kg./h 60

mm. 5300
mm. 1000
mm. 1700
Kg. 1110
KW. 7
Lt./min. 2,8
Kg./h 60

PNEUMATICELECTRIC.
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c r u s h i n g  m a c h i n e s FORTUNY

Macchina per stropicciare tes-
suti con altezza utile fino a mm.
3500, particolarmente indicata
per jersey ed ideale per lycra,
non ha difficoltà a stropicciare
tessuti navetta. La macchina
introduce il tessuto nella calza
tramite azionamento pneuma-
tico od elettrico, a seconda del-
le versioni. Il processo di ter-
m o f i s s a z i o n e  a v v i e n e
successivamente in autoclave.

This machine crumples fabrics
up to a mm. 3500 width and is
particularly indicated for jersey
and ideal for lycra, besides this,
it doesn't have any problems
in crumpling also woven fabri-
cs. The machine introduces
the fabric in the sock by means
of pneumatical or electrical dri-
ving system, depending on the
version. The following thermo-
fixing process takes place in
the autoclave.

Macchina per stropicciare in
verticale tessuti con altezza
utile fino a mm. 3500, partico-
larmente indicata per tessuti
navetta. E' composta da uno
svolgitore multiplo, un convo-
gliatore per mettere il tessuto
in corda all'entrata della batte-
ria a vapore in cui si formano
le pieghe, una seconda batte-
ria riscaldata per la termofis-
sazione della stropicciatura e
un twister per ottenere
un'effetto stropicciato piu' in-
tenso.

This machine creases, len-
gthwise, fabrics up to a 3,5
meters width and is particular-
ly suitable for woven fabrics.
It's composed of a multiple
unroller, a conveyor installed
at the entrance of the steam
creaseforming battery to make
the fabric enter in rope-form,
a second heated crease ther-
mofixing battery and a twister
to obtain an intenser creasing.

CRASH
LUNGHEZZA, LENGHT, LONGUEUR, LÄNGE, LARGO:

LARGHEZZA, WIDTH, LARGEUR, BREITE, ANCHO:

ALTEZZA, HEIGHT, HAUTEUR, HÖHE, ALTURA:

PESO, WEIGHT, POIDS, GEWICHT, PESO:

ELETTRICITÀ, POWER, ELECTRICITE, ELEKTRIZITAT, ELECTRICIDAD:

ARIA COMP., COMP. AIR, AIR COMP., PRESS LUFT, AIRE COMP.:

mm. 5500
mm. 1000
mm. 1800
Kg. 650
KW. 4
Lt./min.1500

mm. 5500
mm. 1000
mm. 1800
Kg. 780
KW. 5,5

PNEUMATICELECTRIC.

FORTUNY
LUNGHEZZA, LENGHT, LONGUEUR, LÄNGE, LARGO:

LARGHEZZA, WIDTH, LARGEUR, BREITE, ANCHO:

ALTEZZA, HEIGHT, HAUTEUR, HÖHE, ALTURA:

PESO, WEIGHT, POIDS, GEWICHT, PESO:

ELETTRICITÀ, POWER, ELECTRICITE, ELEKTRIZITAT, ELECTRICIDAD:

CONS. MEDIO, AVERAGE CONS., MOYENNE CONS., DURCHSCHNITT VER., CONS. MEDIO:

VAPORE, STEAM, VAPEUR, DAMPF, VABOR:

mm. 8300
mm. 1700
mm. 1650
Kg. 920
KW. 10
KW./h 4
Kg./h 50
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